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DESCRIPTION 
PLATFORM       

HEIGHT MM 

OVERALL SIZE                       

H X W X D MM 

PRODUCT CODE  

MESH TREAD  

PRODUCT CODE 

PHENOLIC TREAD 

WEIGHT 

KG 

MOBILE 3 STEP UNIT 690  1690 x 780 x 954 GS9803M GS9803R 25 

MOBILE 4 STEP UNIT 920  1920 x 780 x 1121 GS9804M GS9804R 35 

MOBILE 5 STEP UNIT 1150  2150 x 910 x 1288 GS9805M GS9805R 45 

MOBILE 6 STEP UNIT 1380  2380 x 960 x 1425 GS9806M GS9806R 55 

MOBILE 7 STEP UNIT 1610  2610 x 1010 x 1622 GS9807M GS9807R 65 

MOBILE 8 STEP UNIT 1840  2840 x 1060 x 1789 GS9808M GS9808R 75 

MOBILE 9 STEP UNIT 2070  3070 x 1140 x 1956 GS9809M GS9809R 86 

MOBILE 10 STEP UNIT 2300  3300 x 1220 x 2130 GS9810M GS9810R 96 

MOBILE 11 STEP UNIT 2530 3530 x 1270 x 2290 GS9811M GS9811R 111 

MOBILE 12 STEP UNIT 2760  3760 x 1370 x 2457 GS9812M GS9812R 127 

MOBILE 13 STEP UNIT 2990  3990 x 1460 x 2650 GS9813M GS9813R 142 

MOBILE 14 STEP UNIT 3220  4220 x 1540 x 2791 GS9814M GS9814R 158 

MOBILE 15 STEP UNIT 3450  4450 x 1565 x 2975 GS9815M GS9815R 173 

Platform Capacity: 150 kg 

Platform Size: Width 540 mm x Depth 500 mm 

Tread Size: Width 490 mm x Depth 160 mm 

Handrail Height: 1000 mm 

Description: Heavy duty box section steel frame with expanded mesh,                              

or non-slip phenolic treads and platform 

Finish: High gloss powder coated red 

Mobile On: 2 rear rubber tyres wheels 200 mm diameter and a lift mechanism 

with swivel castors with 100 mm diameter nylon wheels 

APEX PREMIUM MOBILE STEPS 

GS9811R GS9803M 

Lever operated retractable 

front castors and safety bar to 

deter access to steps when 

they are in a mobile position. 

EN 131       

Certified 

Steel Mesh Tread 

 Ideal for general use in 
factories, warehouses etc. 

Optional Extra: SB980GS 

Lifting barrier at front of 

platform to provide 360°

security when working in 

overhead applications. 

 

GS9806M 


