APEX PREMIUM PLUS MOBILE STEPS

Lift mechanism - when mobile mode is engaged
the bottom tread lifts to deter access

GS9307A

Steel Mesh Tread Aluminium Tread Phenolic Non-Slip Tread

Ideal for general use in Ideal for general use in Ideal for general use in
factories, warehouses etc. factories, warehouses etc. dry areas

EN 131

Certified

Platform Capacity: 150 kg

Platform Size: Width 540 mm x Depth 600 mm

Tread Size: Width 490 mm x Depth 130 mm

Handrail Height: 1000 - 1060 mm

Description: Heavy Duty Box Section Steel frame with expanded mesh, non-slip phenolic
or aluminium treads and platform

Finish: High gloss powder coated blue

Mobile On: 2 rear rubber tyres wheels 200 mm diameter and a lift mechanism

with swivel castors with 100 mm diameter rubber tyre wheels

1790 x 680 x 972 GS9303M GS9303R GS9303A

_ 920 2020 x 680 x 1104 GS9304M GS9304R GS9304A
_ 1150 2250 x 910 x 1237 GS9305M GS9305R GS9305A
_ 1380 2480 x 960 x 1370 GS9306M GS9306R GS9306A
_ 1610 2710x 1010 x 1503 GS9307M GS9307R GS9307A
_ 1840 2940 x 1060 x 1635 GS9308M GS9308R GS9308A
_ 2070 3170x 1110 x 1768 GS9309M GS9309R GS9309A
_ 2300 3400 x 1160 x 1901 GS9310M GS9310R GS9310A
_ 2530 3630 x 1210 x 2034 GS9311M GS9311R GS9311A
_ 2760 3860 x 1260 x 2167 GS9312M GS9312R GS9312A
_ 2990 4090 x 1370 x 2299 GS9313M GS9313R GS9313A
_ 3220 4320 x 1420 x 2432 GS9314M GS9314R GS9314A
_ 3450 4550 x 1425 x 2565 GS9315M GS9315R GS9315A

Optional Extra: SB930GS

Lifting barrier at front of
platform to provide 360°
security when working in

overhead applications. i
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